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This specification is referred to the 3.96mm series wire to board connector
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PE RS H [Product Specification]:

Date Issued: 2017-04-10 Rev: B

F i [Subject]:3.96mm Pitch 3962 Series Connector Specification

APPROVED BY: #HiE

CHECKED BY: PagitiX

WRITTEN BY: FREEZ

1. 3& At Fl [SCOPE] :

PEFh AR AL FEMX3. 96mm Pitch ZR%1E 3 2R NA% Ui BH

This Specification Covers the MX3.96mm Pitch Series Connector Specification

2. ¥ 585 [Spec and Part number]:

HLAE A o . 7= i R
Specification 7= 5 /Production No. Picture of Product
Eﬁ?%/Housing H3962-NP NONE
i /Terminal T3962BT NONE

gt RE/Wafer W3962V-NP & W3962R-NP NONE

.M EREAF [Disposal of Material and surface]

g N . R H Ab
Specification M1/ Materials Disposal of Surface
%2 5% /Housing Nylon 66 UL 94V-2
s . Hi/ Brass Tin Plated: Over 40u” .Nickel: Over 10u
i3/ Terninal f#% i /Phosphor Bronze Tin Plated: Over 701 ” .Nickel: Over 30u
fi B /Base Nylon 66 UL 94V-2
£t e
Wafer ) R
STV #4/B Tin Plated: Over 100 un " .Nickel: Over 30m
Contacts LA/ brass Gold-Flash: Over 0.81n” .Nickel: Over 301

(LR S%0E LL TIE B A #E/Please Refer to the Project drawing for the above Specification )
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PE RS H [Product Specification]:

Date Issued: 2017-04-10 Rev: B

F @i [Subject]:3.96mm Pitch 3962 Series Connector Specification

4. e [Ratings and applicable wires]

IiH [Item ] ##% [Standard ]
e i JkRated Voltage (Max.) 250V
AC/DC
E HByiRated Current (Max.) A

¢ R G | Ambient temperature Range

-25C~+85C

&% Applicable wire insulation 0.D

AWG 18#~22# Insulation 0.D. 2.80mm(Max. )

5. 1Rt [PERFORMANCE]

5-1. B MIkRE Electrical Performance.
T H " FkE
[Item] %4t [Test Condition] Requirement
XTHERES N RS, T H P i LU R
P A BR T JE20mV DA K 5 A HL I 100mA. K FFE. 20m R
5-1-1 Contact A maximum voltage of 20mV and a maximum Contact Resistance:
Resistance | current of 100mA are applied to the mate 20 milliohms Max.
connector.
X AHAR P Al A4, T — 20 Bl E] P9 i 500V
“#ZfHbt D/C Hil&, FHEIHH 42 FHbiE. )2 VFE. 1000MRER 2
5-1-2 Insulation Apply 500V D/C for 1 minute between Insulation Resistance:
Resistance adjacent contacts to measure the Initial 1000megohms Min
insulation resistance.
KA N IERES, T HAHSR PN A4 R Uiy 25 it
PAHL 1500V A/C( SERUME) IFa] 1 434,
0 D M= “ﬁ‘\‘ﬁﬁ/\ 0. bmA E%iﬁ‘ - N N
WTEEE H/EEE{)ILM 2, J ? m ( Eéﬁ El) %Tﬂ%&ﬂj%‘ﬁﬁzk%
5-1-3 Dielectric Apply 1500V A/C (rms) for 1 minute and
No Breakdown and Flashover;
Strength the leakage current shall not exceed
0.5mA to the adjacent terminal and ground
of the mate connectors.

%3, L8
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P LA [Product Specification]: Date Issued: 2017-04-10 Rev: B
F @i [Subject]:3.96mm Pitch 3962 Series Connector Specification
5-2. WUBRHITEBE  Mechanical Performance.
1 B . kg
[Item] #f# [Test Condition] [Requirement]
iy 55 25, 4= Snf A AR . o
Insertion . ZHE SR 60
5-2-1 & Retenti Insert and withdraw Connectors at the Refor t cagranh 6
etention speed rate of 25.4+3mm/minute. eter Lo paragrap
Force
IETARRE S | DAEF4325. 4 4 3mm 3 ) 453+ MHous ing N dh
Termlpal/ . ) P ) = 99. 4N {3. Okgf)
5-2-2 Housing Apply axial pull out force at the speed MINTMUM Retention for
Retention | rate of 25.4+3mm/minute on the terminal elention torce
Force assembled in the housing.
Ui ¥ 3N 7
Crimp
Terminal 2R 5 2 i 4fi AHousing T &= i K 1= 19. 6N {2. Okgf)
5-2-3 Insertion Insert the crlmped‘termlnal into the MAXIMUM Insertion force
Force housing.
(into
housing)
Pin | 405, 44 i, ¥ PINEF Miater py il
EHOREF I s =
5-2-4 Pin IR i 19 7 19.6N {2. Okgf} min
Retent] Apply axial push force at the speed rate ) ) '
elention of 25.4+3mm/minute.
Force
S TR | RS 0 T (L 3 T4 BT R | 18 Awe wire = 9. Okgf/Min.
Tensile /NI,
5-2-5 strength Fix the crimped terminal, apply axial 20 Awg wire = 6. 0kgf/Min.
(Crimped |[pull out force on the wire. (Do not crimp
connections) insulation part). 922 Awg wire = 4. Okgf/Min.
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P LA [Product Specification]: Date Issued: 2017-04-10 Rev: B
F @i [Subject]:3.96mm Pitch 3962 Series Connector Specification
5-3. FFIEMHRE X E T Environmental Performance and Others.
T H . kg
[Item] ## [Test Condition] [Requirement)
PUH AR N8 H ARSI, K& 8h \ N \
QX Ny ! W 7 .
NETIOBB S 2 kR, sy T I B BT
i A4 NS AR A '
5-3-1 A . (After the test)
Durability |Mate Connectors up 30 Cycles at a Maximun :
rate of 10 cycles ContacF r§51stance :
Per minute prior to environmental test 20 milliohms Max.
DL GRS N IESAS, @i s KAV, HERES T EEREE LT
IR N AR HE R RNAEVHE30C Max.
5-3-2 | Temperature | Mate connector.measure the temperature Mate connectors
Rise rise of contact when the maximum rated Temperature Rise:
current is passed 30°C /Max.
DAZHAPIRAS N B d MR T F B AR AR il B A
S T . . N e
S WCHRBEIT RIS Bk, UEAT TR AR, }\%M-Tﬂﬁﬁﬁ
IS BRI R 7 AR g g (i) 3| Appearance: No Damage
%, FF TR0t fE = Bk Bt
A mated connector shall be mounted on a
printed Circuit board and subjected to a
vibration test of the following
conditions.During the test, test current
continuity shall be checked. After the . v -
TR 2 test, contact resistance shall be B L Hij(ﬁg 20m KK
5-3-3 Vibration measured. Frequency Conta;t 3651stance:
© (HZ) : 10755710 Hz/minute. Amplitude 20 milliohms Max.
(JE1E) : 1.5 mm P-PDirection
(H|)) :1. Axis of up and down.
T ) (YD)
2. Axis of right the left.
e A il ) (X%
3. AX1§ﬁ§E%%§E§?%£E;j back. Bz, 1 sec Max
Period (J&M]) : 2 hours for each Cgfrept Dlscontfﬁflty:
direction. (fF—HlI[AIHFFEE2/NN) mrero second fax.

%5 0, 8T
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P LA [Product Specification]:

Date Issued: 2017-04-10

Rev: B

F @i [Subject]:3.96mm Pitch 3962 Series Connector Specification

FEDC ImARZE T, WEHEH, MLEE6A

SR AN R

Appearance: No Damage

5 a4 i ke P J71Al, FH490m/s2 {50g} #hifi, #5-3[H] Contact Resistance:
Shock 490m/s2 {50G}, 6 strokes in each X.Y.Z. 20 milliohms Max.
axes.
A Wr: 1usec Max
Current Discontinuity:
1 micro second Max.
SR AR IR
Appearance: No Damage
i FE Mate connectors:
5-3-5 Cold Duration: 96 hours;
Resistance Temperature: —25+3° C EmifHPT: B A E 20m KRG
Contact Resistance:
20 milliohms Max.
AU AATA IR
Appearance: No Damage
DLZHAIRAS N e ds T3 E TE e IR 5 1 =S
LTI S iR S/ 0 N Wy (ER N (ERL TS
W, T RIS S BT, BT | B, B 20m FKE
LA B Fo s Contact Resistance:
A mated connector shall be placed in a 20 milliohms Max.
humidity chamber of the following
S Fo o conditions. After the test, the contact
(ERERERLT : : ) )
5-3-6 Humidity resistance, the insulation resistance and | gsupq 4. 5/ME 100M RRtE

the dielectric withstanding voltage
shall be measured.
Temperature (&) : 40+2°7C.
Relative Humidity (FHXEE) :
90% 95% (RH).
Period (fi#H): 96 hours continuously.
(B 4:96/Nir})

Insulation Resistance:
100 Megohms Min.

i EEL s« o4 B Bl = A KA
Dielectric Strength:
No Breakdown and Flashover;
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PE RS H [Product Specification]:

Date Issued: 2017-04-10

Rev: B

F

[Subject]:3.96mm Pitch 3962 Series Connector Specification

CAZH & PGS T A il g it i, MR IR R 20
TR EDSR, TR A dilds, Il o

S ANETA SR

Appearance: No Damage

Ja B R BA ST, APt LLRm F )ik
o A mated connector shall be subjected
to a thermal shock test of the following

BEfbPHAT: B 20m RAS

Salt Spray

24+1 hours exposure to a saltspray from
the 5 +1% solution at 35+2C.

conditions. After the test, the contact Contact Resistance:
resistance, the insulation resistance and 20 milliohms Max.
W the dielectric withstanding voltage shall
be measured.
5-3-7 Thermal . NN 2 Y £ 2N
Shock PA-55+ 3 CUR B FrEE3000 %0, = IR50%, M
JE FFLA8E £ 3 CILEFFEE3050 8, A EIS5r N
IR T N A BHPT: B/ 100M KK ZH
B, MR DA, BRI, | o iu BUDIL 100 K
) Insulation Resistance:
One Cycle Consists Of: 100 Mecohms Min
-554+3°C for 30 minutes. — & '
Room Temp. 5 minutes
85+3°C for 30 minutes. —
Room Temp. b5 minutes it L e g e A kAt
Total Cycles: 5 Cycles. Dielectric Strength:
No Breakdown and Flashover;
DL AIRES N IERSCE T g 4, KR
BEBS a0~ AR R, B TR AL, TR o T
USSR e ORI
. Appearance: No Damage
- . A mated connector shall be placed in a
i 2 AL : o
52 g Thermal heat oven of the following conditions.
e.ma After the test, contact resistance shall
Aging
be measured.
Temperature (¥RJE) : 85+2°CPeriod PP BAAE 20m KR4
(Fi#A) : 96 hours continuously. Contact Resistance:
(Fr#296/N8)) 20 milliohms Max.
AN ATTE TR
TEERE354+2°C, HhkikEs +1%TF, Appearance: No Damage
oo | HkmE HoKIE 2041

PR HAT: AOKME 20m KRG

Contact Resistance:
20 milliohms Max.

L8 m
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PE RS H [Product Specification]:

Date Issued: 2017-04-10

Rev: B

F el

Subject]:3.96mm Pitch 3962 Series Connector Specification

PR A p inEH MR AN\ g, BRI IREG KL
MCHERBE P N RUAS R, AT IR T e
Fluxed soldering section of header shall |[t24%578 &M FEEFI95%LL |,
1R be dipped in solder of the i AAGE = A AL FR
5-3-10 Solder following conditions. Solder entirely: 95% of
Ability JEPEFTTR] . 3+0.5 #b. immersed area must show no
IR 245+5°C. voids, pin holes.
Soldering Time: 3 =+0.5second.
Solder Temperature: 245+5C.
BRI TS, SN 520, 58,
JR B 255 £5°C.
Wave soldering tin soldering process
Soldering time:5740. 5sec
JELED T PR Soldering pot:255%£5°C.
Resistance FLIEPIEG L, BHEEm ] 3+0. 55D, AL : AT E AT B IR
5-3-11 To JRPEIR E - 305+5C. Appearance:
Soldering Anual soldering tin process No deformation or damage.
Heat Soldering time:3=+0. 5sec
Soldering pot:305+5C.
7 A ARG B, BEES SACOR U6 1. Smm
Method: 1.5mm From Square Pin or Contact
Tip
6. ZEE NS KRB/ [Insertion Force (I.F.) & Withdrawal Force (W.F.)] Unit: Kg/f
Vs Vi Wi B
W HUAHAT) S0V 77 EUSEAS | 300k )
PIN % First 30th Withdrawal PIN #No. Of First 30th
No. Of Insertion o ?; Insertion Withdrawal
. . ircuits
Circuits| 1 p  (MAX) W.F. (MIN) ILF. (MAX) | W.F. (MIN)
DA T NI T
02 4. 40 0.50 10 14. 00 2. 10
03 5. 60 0.70 11 15. 20 2. 30
04 6. 80 0.90 12 16. 40 2.50
05 8. 00 1. 10 13 17.60 2.70
06 9. 20 1.30 14 18. 80 2.90
07 10. 40 1.50 15 20. 00 3. 10
08 11.60 1.70 16 21. 20 3.30
09 12. 80 1. 90 17 22. 40 3.50
%8 8




